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Abstract 

The Cassini spacecraft was launched  on Oc- 
tober 15, 1997. It uses thrusters  to  perform 
many  spacecraft  control  functions: to  detumble 
the  spacecraft, Bo maintain  three-axis  attitude 
control, to perform  small  trajectory  correction 
burns,  to  desaturate  the  reaction wheels, and  oth- 
ers. If one of the  prime  thrusters leaks  (e.g.,  be- 
comes stuck  open),  the  opposing  thrusters will be 
fired “extra  hard”  to  maintain  the  commanded 
spacecraft  pointing  attitude. Obviously, the re- 
sultant  draining of hydrazine  and the excessive 
firings of thrusters  cannot  be allowed to persist 
indefinitely. A set of three  model-based  thruster 
leakage detection  monitors  has  been  designed, 
tested,  and  implemented  in  the flight software 
to  protect Cassini  against the occurrence of this 
highly  unlikely event.  Test  results  indicated that 
these  monitors  can  detect  small  thruster leak- 
age  quickly and  robustly.  Once  the leak is de- 
tected,  the  onboard  fault  protection logic will ac- 
tivate  corrective  actions,  including  the  swapping 
of thruster  branches. 

1. Cassini  and  its  mission 
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The Cassini  spacecraft (S/C) was launched on 
October  15, 1997 by a Titan 4B launch vehicle. 
After an  interplanetary  cruise of almost seven 
years,  it will arrive  at  Saturn in .Jdy 2004. To 
save propellant, Cassini will make  several  gravity- 
assist flybys: two at  Venus, and  one  each  at  Earth 
and Jupiter.  Fig. 1 depicts a pre-launch ver- 

sion of the  interplanetary  trajectory design of the 
Cassini  spacecraft. 
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Fig. 1 Cassini interplanetary  trajectory 

Unlike both Voyager 1 and 2, which only flew 
by Saturn, Cassini will orbit  the  planet for at 
least  four  years. Major science  objectives of 
the Cassini mission include  investigations of: the 
configuration and  dynamics of Saturn’s magne- 
tosphere,  the  structure  and  composition of the 
rings, the  characterizations of several of Saturn’s 
icy moons,  and  others. The Huygens  probe,  de- 
veloped by the  European  Space Agency, will be 
released in September 2004, and will study  the 
atmosphere of Titan,  the only moon in the Solar 
system  with a substantial  atmosphere. Detailed 
descriptions of various science instruments  car- 
ried onboard  the Cassini spacecraft  are given i n  
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The Cassini sptmx:r;LCt with its magnctometec 
boom clcployed  is clcpicted in Fig. 2. 
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Fig. 2 The Cassini  spacecraft 
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The  central  structure of the S/C carries the 
propulsion  module  with  tanks for both  the mono- 
propellant  and  bi-propellant.  It also supports 
the Huygens probe  and  the  remote sensing  pallet 
(on which  various  high-resolution  imaging  cam- 
eras  are  mounted). Above the  central  structure 
is the  upper  equipment  module  and  the high- 
gain  antenna (HGA). One of the two low-gain 
antennas is collocated  and co-boresighted  with 
the HGA, while the second is mounted  just  un- 
derneath  the  probe. Below the  central  struc- 
ture is the lower equipment  module, which  sup- 
ports  three  radioisotope  thermoelectric genera- 
tors (power generators). Below the lower equip- 
ment  module is a redundant  set of two rocket 
engine  assemblies. The lower equipment  module 
also supports a structure  on which are  mounted 
four thruster  pods. 

At  launch,  the  total mass of the S/C is  5573.5 
kg and  its  inertia  tensor is  [5752  -124 114; -124 
9050 -50; 114 -50 377331 kg-m2. The knowledge 
uncertainties of the mass m c l  moments of iner- 
tia of the  “dry” S/C are less than 50.5% and 
&lo%, respectively, wlli lc t,ho uncertainty of the 
products of inertias is lcss than f 7 5  kg-m2. The 

knowlctlgc unccrtainty of t h e  S/C’s center of mass 
is less than  f 5  ctn. As mono-propellant a n c l  
bi-propellant are being depleted over time  due 
to thruster firings and  main  engine  burns,  there 
will be continuous  changes  in  these S/C’s inertia 
properties.  Additionally,  large  changes  in  these 
inertia  properties will occur at  the following dis- 
crete  events:  deployment of the  magnetometer 
boom,  ejection of the  Huygens  probe,  and af- 
ter  the long Saturn  orbit  injection  burn. Knowl- 
edge  uncertainties  associated  with  these S/C in- 
ertia  properties as well as  those  associated  with 
the  thrusters  (to  be  described in  Section 2) make 
the  task of designing a thruster leakage detection 
scheme  very  challenging. 

2. Thrusters ,and their  functions 

Cassini uses a set of eight  thrusters  to  maintain 
three-axis attitude control of the  spacecraft. Fig. 
3 depicts  the  locations of t h i  four  thruster  cluster 
pods. 
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Fig.  3 Thruster  pod  locations 

Pointing controls about  the S/C’s X and Y axes 
are  performed using  four Z-facing thrusters. Con- 
trols  about  the 2 axis  are  performed  using  four 
Y-facing thrusters.  The  eight  thrusters  on  the 
A-branch  are being “backuped” by another  set 
of eight  thrusters  on  the  B-branch.  In  addition 
to  performing  the  vital  task of pointing  control, 
thrusters also serve the following functions:  to de- 
tumble  the S/C and  bring  it  to a quiescent state 
after  the  Centaur/Cassini  and  Huygens/Cassini 
separations,  to  perform a full-sky  search  to lo- 
cate  the  Sun,  to slew the S/C about a selected 
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;Lxis, to p(:riotlic;llly rlrLlo;L(l t,llc: atlgrllnr nlonlcwta 
tlln.t, a.rc a c c r l t n r l l a t c . ( l  0 1 1  t,llc. rc.;Lction whec:l as- 
sctt1hlic:s ( ItWAs), ilrl t l  to  perfornl srrlall trajectory 
correction nlaneuvws (TCMs, which a r e  some- 
times callccl AV burns).  Algorithms  that perform 
these  thruster-based  spacecraft control  functions 
are  described in Ref. 2. 

The monopropellant  propulsion  system €or 
Cassini is of the blow-down type  with  one  planned 
recharge. With  this  system,  the  hydrazine  tank 
pressure, which is x2550 kPa at launch, will de- 
cay slowly with  time  as  hydrazine is being  de- 
pleted  due  to  thruster firings. The nominal  thrust 
of these  thrusters  at  launch is ~1 N. Knowl- 
edge  uncertainties of the  thrust  produced by these 
thrusters  include a &7% pulse-to-pulse  and a 
&5% thruster-to-thruster variations.[3] The angu- 
lar  misalignment  between the actual  thrust vector 
and  the S/C axes is below lo, and  the  locations 
of the  thruster nozzle centers  are known to better 
than 1.1 cm.l3] 

3. Leakage detection requirements 

If one of the eight  prime  thrusters leaks  (e.g., 
becomes stuck  open),  the expulsing  hydrazine 
will impart  angular  momenta  on two of the  three 
S/C axes.  In  response to  the  resultant  attitude 
control  errors that  appeared  on  the affected axes, 
appropriate  thrusters will be fired to  maintain 
the  commanded  spacecraft  attitude. Obviously, 
the  draining of hydrazine  and  the excessive fir- 
ings of thrusters  cannot  be allowed to persist  in- 
definitely. A set of three leak detection moni- 
tors  (one for each S/C axis)  has  been  designed, 
tested,  and  implemented in the flight software 
to  protect Cassini  against the occurrence of this 
highly  unlikely event.  Once a leak is detected,  the 
onboard  fault  protection logic will activate  au- 
tonomous  corrective  actions,  including  the  swap- 
ping of thruster  branches. 

The main  requirement  on  the  thruster leakage 
detection  monitor design is spelled out in Ref. 
4: “. . . In the  ‘Cruise’,  ‘Earth Approach’, and 
‘Venus/Earth  Flybys’  modes,  the  Attitude Con- 
t ro l  Subsystem  shall be able  to  detect  any sin- 
gle thruster leak that applies an average torque 
of at, lcnst 0.005, 0.001, and 0.05 Nn1, respec- 

t,ivcly, aborlt, any S/C axis, and shd l  isolatc t,h;Lt ,  

single thrus txr  leak bctbre  it  applies rnorc t , h m  
LOO Nrns of angular  momentum aborlt any S/C 
axis: e ”  In the Cruise  mode,  Cassini b1ission Op- 
erations will communicate  with  the  spacecraft  at 
least  once a week. Over  this one-week time  span, 
a. thruster leak that resulted in a disturbance 
torque of 0.005 Nm will drain  not  more  than 1.15 
kg of hydrazine.  This  represents  only 0.8% of the 
total  hydrazine  load.  During  the Venus 1, Venus 
2, and  Earth flybys, gravity  gradient  torques  ex- 
erted  on  the S/C axes  are  comparable  with 0.005 
Nm.  Hence, the  torque  detection level is relaxed 
(increased)  to 0.05 Nm.  On  the  other  hand,  dur- 
ing the  ‘Earth  approach’  phase of the mission, 
the  spacecraft  trajectory  must  be  controlled very 
precisely. Therefore the  torque  detection  require- 
ment is tightened  (decreased)  to 0.001 Nm.  Fig. 
4 depicts  the  variation of the  thruster leakage 
torque  detection  requirement over the  first two 
years of the Cassini  mission. 

I 0.001 I 

Fig. 4 Thruster leakage torque  detection levels 

Implicit in the above  stated  requirement is the 
need to  detect  thruster  leaks even while the S/C is 
in a nonquiescent state  (e.g.,  during a ‘spiral’  sun 
search maneuver). A thruster leakage detection 
error  monitor  design that meets  this  requirement 
will be  described  in  Section 4. However, if instead 
the  requirement was to  detect  thruster leaks  only 
when the  spacecraft is in  
the  approaches  described 
are  simpler, could do  the 

a quiescent state,  then 
in the  Appendix, which 
same job. 
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4. Leak  detect ion  monitor   design 

Collvcxtional f;wlt  clctect,ion rtlcthods typi- 
cally involve the  monitoring of one  or more of 
the following quantities: measured system  out- 
put(s),  estimated  system  state(s),  and  estimated 
process parameter(s).l5I  These  measured or esti- 
mated  quantities  are  then  compared  with  their 
“normal” values, and  their  deviations  computed. 
If anyone of these  deviations  persistently  exceeds 
its  normal  (allowable)  tolerance,  an  error  monitor 
is triggered to  report  this  abnormality. 

This  conventional  error  detection  approach is 
not  applicable  here  because  there isn’t any single 
measured or estimated  quantity  that signals the 
presence of a leaky  thruster. A different approach 
must  be  taken  in designing the  thruster leakage 
detection  monitors. To this  end, we first note 
that  the  rotational  motion of the S/C is governed 
by the following Euler’s  equation: 

In  this  equation, I is the S/C inertia  tensor.  The 
S/C angular velocity  vector, d, is estimated by 
an  onboard  attitude  estimator  but it is typically 
noisy. Hence, the commanded  angular velocity 
vector  generated by an  onboard  attitude com- 
mander is used instead.  The S/C angular  ac- 
celeration  vector, 13, is not  estimated by the  atti- 
tude  estimator.  Again, we use that  generated by 
the  attitude  commander.  The  angular  momen- 
tum vector of the  three RWAs, g,.,,, is added  to 
the S/C angular  momentum, Id, to  generate  the 
total  spacecraft  angular  momentum  vector. 

Reaction  torques  exerted on the S/C by the 
RWAs, T,.,,, is estimated  onboard by a “RWA 
manager.”  Torque  due  to  thruster firings, Tpms, 

is not  available  directly.  Instead,  an  onboard 
“Propulsion  manager”  estimates  the force im- 
pulses due  to all prime  thruster firings. Us- 
ing the  estimated  thruster  moment  arms,  these 
force impulses  are  next  converted  into  three per- 
axis torque  impulses.  In  effect,  what we have is 
JT,,, d t .  These  estimated  angular  momentum 
impulses are  typically noisy, and  contain  errors 
due  to knowledge uncertainties associated wi th  

+ 
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the tllrrlstcrs irlvolvecl. 

Environmental  torques due to  gravity  gradient, 
solar radiation,  magnetic field, atmospheric,  etc. 
are  captured in Ten,. These  torques  are  typically 
very small  except  during  planet  and Titan flybys. 
Torque  due to a leaky thruster is represented by 

For example, if the 21 thruster  leaks,  there 
will be a negative  and a positive  torque  acting 
on the S/C X and Y axes,  respectively (but with 
no  torque on the 2 axis).  Finally, Z‘ is used to 
account for both  the knowledge uncertainties as- 
sociated  with various S/C parameters  (e.g., iner- 
tia tensor)  and  estimation  errors  associated  with 
various derived S/C variables (e.g.,  angular mo- 
mentum  impulses). 

+ 

Next, we note that various terms  in  the  Eu- 
ler’s equation  are available onboard.  This allows 
us to  monitor  the  entire  Euler’s  equation  instead 
of monitoring  an  individual  measured/estimated 
quantity. Nominally, + the Euler’s  equation does 
not  contain  the f i e &  term,  and  any  deviation 
from  this  condition  indicates a possible fault. Let 
us define the + following residual  angular  momen- 
tum vector, R: 

Here, FLms denotes a filtered  version of the noisy 
raw data,  and Ten, has  been  neglected  in the last 
equation. With no  leak,  contains  only  small 
zero-mean  random  fluctuations,  due to + Z‘. When- 
ever a leak appears, two of the  three Tleak compo- 
nents will be  nonzero. If the leak persists,  the re- 
sultant nonzero components of i i ( t )  will grow (ei- 
ther  increase or decrease)  with  time.  In  time,  one 
of these  components will exceed a pre-selected an- 
gular  momentum  threshold (RT) :  I R; 12 RT 
(where i = x, y, or z  axis),  triggering  the  error 
monitor for that  particular S/C axis.  Note also 
that  the polarities of R; ( i  = x, y, and z axis) 
reveal the  identity  of  the  leaky  thruster. See Ta- 
ble l for a complete  mapping  between a leaky 
thruster  and  the  polarities of the  resultant R; ( i  
= x, y, and z axis). 

-t 
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In  order  to  detect a leak before it imparts  more 
than 100 Nms  on any S/C axis, we select RT to 
be 50 Nms. The  rationale for this selection is 
as follows. The first time  the  50-Nms  threshold 
is exceeded, a fault  protection  activation  rule, in 
attempting  to  stop the leak, will reset the con- 
troller  unit for the  thruster valve drive  electron- 
ics. At the  same  time,  all  three  components of 
2 are reset to zero. If the reset of the controller 
unit does  not stop  the  leak,  and if the leak per- 
sisted,  the  same two $ components will again 
grow with  time.  The second time  the  50-Nms 
threshold is exceeded,  fault  protection  activation 
rules will initiate  swapping of thruster  branches, 
which will stop  the leak.  In this way, we will be 
able to  stop  the leak  before it imparts a total of 
100 Nms on any  spacecraft  axis.  The selected 50- 
Nms angular  momentum  threshold is changeable 
via a command. 

5. Coping  with  uncertainties 

Not all the  uncertainty  terms  that affect 2 are 
random in nature.  In  particular,  the  thruster- 
to-thruster  variation  can  impart syste-matic er- 
rors to  the Euler’s equation, causing R to grow 
with  each  thruster firing, even without a leak. As 
such, prolonged thruster firings could trigger the 
I R; 12 RT criterion.  Two modifications are  made 
to  the  above  described leak detection  scheme  to 
avoid such a false alarm. 

-t 

First, a correction  vector E”“ is estimated  to 
account €or angular  momentum  accumulation  due 
to tllruster-to-thruster  variation. ‘I’he estimation 
of the X-axis component of &Or. is given here as 

[totations about the spacecraft X axis itre macle 
using either the Z1 and Z2 pair or the Z3 ancl 
2‘1 pair. EIence, the X-axis component  of Rorr 
is proportional  to  both  the  differential  thrusters’ 
impulses  and the size of the  thruster-to-thruster 
uncertainty  estimate: 

+ 

AI,, = I ~ I z ,  + - ~ I z ,  - 1 ,  
R y  = 2 X 77 X 1.6 X AI,, 

Here, AIzJ is the  accumuhted impulses  due  to 
the 2’ thruster over the last RTI (real  time  in- 
terrupt).  They  are available  from the  on-board 
“Propulsion”  manager.  The  thruster-to-thruster 
uncertainty q is estimated  to  be 0.05  (;.e., 5%)  at 
launch. If a better  estimate of q is available  from 
post-launch  telemetry  data,  the  current  estimate 
is changeable  using the  same  command that is 
used to  alter “RT”. The  factor “1.6” represents 
the average  magnitude of the four 2 thrusters’ 
moment  arms  (in  meters).  The  factor “2” is used 
to account for the  fact  that  the  standard devi- 
ation of a variable that is the sum/difference of 
four  variables,  each with a standard  deviation of 
cr, is 20. The Y and Z components of e are 
estimated similarly. The correction  vector R“”“ 
is then  added  to R, and  the  resultant modified 
is used  in the  momentum  threshold check. 

+ 

Next,  after  the  angular  momentum  threshold 
is exceeded,  a  second  condition: Tj trigger - < Tlimit 

is checked before any  fault  protection  action is 
initiated. Here, T’ ( j  is the S/C axis whose 
I Rj I exceeded the  angular  momentum  thresh- 
old) is the  time it takes I Rj I to exceed RT since 
it was last  reset. The threshold Tlimit is a “time- 
domain”  threshold that is to  be  preselected.  It 
is changeable  using  the  same  command  that is 
used to  alter “RT”. If Ttrigger is larger  than TIimit, 
then we believe that  the RT threshold was ex- 
ceeded  not  because of a leak but is due  rather 
to  the  systematic  accumulation of angular mo- 
mentum from  prolonged thruster firings. On  the 
other  hand, if Tirigger is smaller than TliInit, then 
there is a “real” leak, and  corrective  action from 
the  onboard  fault  protection logic is needed. This 
time-domain trigger criterion is illustrated in Fig. 
5 . 

trigger 
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r b r  t lw  ‘Cruise' ~ ~ ~ t l e ,  wc s&ct .["itnit t ,o  t w  
10 hours. Note that this valrw is larger than 
50/0.005/:lGOO~ 2.S hours. Hence, a 1ca.k cle- 
tection level of 0.00ri Nm could be met. Early 
Cassini flight data  indicate  that  hydrazine is bc- 
ing consumed at a rate  of  about 1-1.5 grams/day. 
This  consumption  rate is likely to  decrease  once 
the spacecraft  gets  further away from the Sun. 
Using a worst-case  hydrazine consumption  rate of 
1.5 g/day,  an  upper  bound  on  the  per-axis  angu- 
lar  momentum  (due  to  thruster  uncertainty)  that 
is accumulated over 10 hours is ~ 0 . 0 5  Nms. It is 
about  three  orders of magnitude  smaller  than RT 
(50 Nms). As such, Tlimit= 10 hours is a good 
choice for the 'Cruise'  phase of the Cassini  mis- 
sion. The  time threshold Tlimit is to  be changed 
several times  througout  the mission to reflect the 
changing  torque  detection levels described  in Sec- 
tion 3 (see  also  Fig. 4). 

/ I  

I" Tlimit I 

A R T  """_ """""" 

/! I +- Time 

I- Tlimit I 

"trigger  ,Tlimit Ttrigger  <Tlimit 
This is not a leak. This is a leak. 

Fig. 5 Leak detection scheme 

6. Simulation  results 

The coded  leak detection design was tested 
using the Cassini  Flight  Software  Development 
Testbed.  Attitude  control  actuators (e.g., 
thrusters),  attitude  determination sensors, and 
the  spacecraft itself are  represented by vali- 
dated  analytical models in this  testbed.  The 
test bed can simulate  both  the  pulse-to-pulse  and 
thruster-to-thruster  variations, as well as  distur- 
bance  torques  due  to a leaky thruster. 

The leal< tlctection  monitor is designed to per- 
form its function in various spacecraft scentlrios: 
tlltring a spiral  sun  search, while the S/C is being 
slewed from one  target  to  another,  and  others. 
As such,  its  performance in a large  combinations 
of scenarios have to be verified: (a) either a leaky 
2 or Y thruster,  (b)  either  the leaky thruster is 
on the A or B thruster  branch,  (c)  either  the leak 
is small or large (from 0.1% to loo%), and  (d) 
either  the leak occurred  when the spacecraft is in 
a quiescent state, in a constant  rate slew, or is 
being accelerated/decelearted  about a spacecraft 
(either X,  Y, or 2) axis. For brevity,  only  results 
obtained for a scenario  in which the 21 thruster 
develops a 10% leak while the S/C is being slewed 
about  the Y axis are given  here. 

A 10% leak in the 21 thruster will generate 
disturbance  torques of -0.158 and +0.124 Nm 
about  the S/C X and Y axes,  respectively. These 
torques will cause the X and Y components of R 
to grow with  time (cf.  Fig. 6). About 6 min- 
utes (which is well below latter, I R, I first 
exceeded R T ,  causing the X-axis  error  monitor 
to  be  triggered.  In  this  particular  simulation, we 
assume that  the first  corrective  action  initiated 
by the  fault  protection logic (the reseting of the 
thruster controller unit) does  not stop  the leak 
(as  depicted  in  Fig. 6). Accordingly, both R, and 
R, will continue to grow with  time  after having 
been  reset to zero. The  next  triggering of the  er- 
ror monitor will lead to  the swapping of thruster 
branches, which stops  the leak. 

+ 

7. Summary 

A set of three  model-based  thruster leakage 
detection  monitors has  been  designed,  tested, 
and  implemented  in the flight software to  protect 
Cassini against  the  occurrence of a thruster  leak, 
a highly unlikely event.  The  computational  ef- 
fort involved in executing  this  set of monitors by 
the Bight computer is moderate.  With only  two 
thresholds  to  select,  this  set of monitors  could 
be easily  managed by Mission Operations con- 
trollers.  Simulation  test  results  indicated  that 
the design meets all the  requirements  stated in 
Section 3. In particular,  the design  can clctect 
thruster leaks that are ~ 0 . 1 %  of the  thruster 
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Fig.  6  Time histories of residual  momenta 

magnitude,  and does so quickly  before an unac- 
ceptable level of angular  momentum is imparted 
on  any  spacecraft  axis. The‘ robustness of the 
design  against knowledge uncertainties of various 
spacecraft  parameters  as well as  estimation  erros 
of various  spacecraft  derived  variables  has  also 
been  confirmed via  extensive  simulations. 
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Appendix 

Which  thruster  leaks? 

O r l c  source o f  tcle~netry clata that  could be 
used to identify the leaky thruster is the  time 
histories of the per-axis attitude control  errors 
(which  are  denoted by e;, i = x, y, and z axis). As 
indicated in Table A l ,  since a leaky k; thruster 
generates  both a positive  and a negative  torque 
about  the X and 2 axes,  respectively, e, and e, 
will be “stuck”  at -db, and  +db,, respectively 
(db; = attitude controller  deadband for the S/C’s 
i th  axis).  With no torque  on  the Y axis, e, will 
fluctuate between fdb, .  By studying  the  time 
histories of these e; components, we can  both de- 
tect  the  presence of a leaky  thruster  and  identify 
which thruster leaks. Attitude  controller  error 
signatures of other  leaky  thrusters  are  tabulated 
in  Table A l .  

Table A1 Ter-axis atti!ude,error signatures 

Leaky 
e, e, e, ,hruster 

Per-axis  attitude  error  [mrad] 

K 

fluctuate +db, +db, 2 2  

fluctuate -db, +db, 21 
-db, fluctuate +db, y4 

+db, fluctuate +db, y3 

-db, fluctuate -db, y2 

+db, fluctuate -db, 

2; 
- 

-db, 
fluctuate -db, -db, 2 4  

+dbj fluctuate 

Another  source of telemetry  data that could 
be used to detect  the  presence of a leaky  thruster 
is the  accumulated  ontime’s of the  eight  prime 
thrusters (T:”, where j = Y1-Y4 and 21-24). 
Specifically, the  time  rates of increase of these on- 
times, ?:”, will reveal the  identity of the leaking 
thruster. 

Consider the  scenario when the 21 thruster 
leaks. A negative  and  positive  external  torque 
will soon appear  on  the S/C’s X and Y axes, 
respectively. With  this  combination of external 
torques,  the Zl thruster, which is leaking, will 
not be fired. On  the  other  hand,  the 2 3  thruster, 
which is located  diagonally  opposite  the leaky 21 

thruster,  will I x  fired  at, a rate  that is about dorl- 

ble that o f  thc other two Z thrusters (Zz and ZL1). 
This is bccnrlse the 2 3  thruster  must  negate  ex- 
ternal  torqucs  that  appeared  on  both  the S/C’s 
X and Y axes. Accordingly, we place “r” in both 
the 2 2  and Z,1 columns of the Z I  row in  Table A2, 
while that for the 2 3  column is “2r”.  Without 
any  external  torque  on  the S/C’s Z-axis,  none of 
the Y thrusters will be  fired.  Hence, the  rates 
of increase of all the Y thrusters’  ontimes  are 
negligible (accordingly, we place “0” in the Y1- 
y4 columns of the 21 row in  Table  A2). A com- 
plete  mapping between the leaky  thruster  and  the 
thrusters’  ontime  rates is given  in Table A2. 

Table A2 Signatures of ?‘On 

1 Leaky I Thruster  ontime  rates  (sec/sl 

8 


